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The APO20 is a switch box that is 
connected to the rotating shaft of the 
actuator for the on-off valve to detect 
the operating status of the valve.

The limit switch is stored inside, and 
the built-in switch is turned on and off 
by opening and closing the valve.
In addition, it is possible to check the 
status of the valve by installing an 
indicator on the outside.

It is optimized for 90 degree rotating 
actuators and is available with 
brackets to fit a variety of actuators, 
such as ball valves.
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TYPE A TYPE B

① Indicator ○ ○

② Limit Switch ○ ○

③ Solenoid Valve ○

④ On-site adjustment ○ ○

④ on-site adjustment

① Indicator

③ equipped with

Solenoid Valve
② equipped with 

       Limit Switch

Smart Switch box : The Next Evolution in Valve Control

APO20 series

3. Integrated Operation

Built-in solenoid valve for smooth 
ON/OFF control.

4. Field-Adjustable

On-site adjustment mechanism for 
quick and easy setup.

2. Precision Detection

Built-in limit switch ensures 
accurate valve status detection 
every time.

5. Revolutionary Wiring Simplicity

Wiring for solenoid valves and micro 
switches is simply done at a single 
terminal block

6. Accommodate Your Needs

Explosion-proof:
will acquire: IECEx, JPEx, KCs, NEPSI, 
ITRI, etc...

Materials:
Aluminum, stainless steel

1. Visual Clarity

Color-coded indicators allow 
instant status confirmation.

STK - KANEKO SANGYO CO., LTD
http://www.kaneko.co.jp

FEATURES

VARIETY


	スライド 1

